
 
 

W  SERIES CASINGS  

   

 

 

 

SIZE LENGTH O.D. I.D. T.P.I 
WEIGHT 

KGS 
PART 

NUMBERS 

AW 0.5 57.1 48.4 4 3.1 K6-01-001
AW 1 57.1 48.4 4 6.2 K6-01-002
AW 1.5 57.1 48.4 4 8.3 K6-01-003
AW 3 57.1 48.4 4 16.9 K6-01-004

       
BW 0.5 73.0 60.3 4 5.4 K6-02-001
BW 1 73.0 60.3 4 10.6 K6-02-002
BW 1.5 73.0 60.3 4 15.3 K6-02-003
BW 3 73.0 60.3 4 31.2 K6-02-004

       
NW 0.5 88.9 76.2 4 6.7 K6-03-001
NW 1 88.9 76.2 4 13.2 K6-03-002
NW 1.5 88.9 76.2 4 19.1 K6-03-003
NW 3 88.9 76.2 4 38.8 K6-03-004

       
HW 0.5 114.3 101.6 4 8.6 K6-04-001
HW 1 114.3 101.6 4 17.4 K6-04-002
HW 1.5 114.3 101.6 4 25.0 K6-04-003
HW 3 114.3 101.6 4 50.8 K6-04-004

       
HWT 0.5 114.3 101.6 2.5 8.8 K6-05-001
HWT 1 114.3 101.6 2.5 17.9 K6-05-002
HWT 1.5 114.3 101.6 2.5 25.0 K6-05-003
HWT 3 114.3 101.6 2.5 50.9 K6-05-004

       
PW 0.5 139.7 126.5 3 12.5 K6-06-001
PW 1 139.7 126.5 3 25 K6-06-002
PW 1.5 139.7 126.5 3 34.7 K6-06-003
PW 3.0 139.7 126.5 3 69.4 K6-06-004

ALL KUVAWALA CASINGS  ARE MANUFACTURED FROM THE HIGHEST QUALITY RAW 
MATERIALS  i.e. COLD DRAWN SEAMLESS TUBES OF GRADE SAE 1541 THAT ARE IMPORTED . 
THESE HAVE EXTREMELY HIGH MECHANICAL PROPERTIES AND STRAIGHTNESS BETTER THAN 
1 : 2000 . ALL DRILL CASINGS  ARE PARALLEL WALL 


